This 1s the 


BCD decoder 
that ends 


make/buy 
decisions 


Many users seem to think so. 

We've built our numeric readout (the noteworthy NIXIE® tube, naturally!) 
into a handsome, compact package that not only gives you dependable low-level 
BCD-to-decimal conversion, but also enhances your most elegant design. 

Most important, our BIP-821 1P readout assembly carries a price tag so low 
that the savings in design, development, production, and testing will convince 
even the most parsimonious do-it-himselfer to reach for a P. O. instead of 

a slide rule. 

Convenience? The decoder socket packs can be mounted in one of our bezel 
assemblies that handles up to 15 digits, mounts into your front-panel 

opening with just two screws, accommodates decimal points and colons. 
Flexibility? It’s odds-on that your own BCD circuits will drive the BIP-821 1P 
without modification. But we also offer optional versions which accept just 
about any form of BCD, or one that gives you straight decimal-to-decimal 
driving, should that be what you need. 

Reliability? Continuing environmental and life testing add up to dependable 
operation in severe environments of temperature, shock and vibration. All 

this and an enthusiastic Zero Defects Program, too! 

Availability? We've tooled up a new production line that’s turning out BIP-8211P modules 
in quantities large enough to make shipment possible in an interval no longer than 

the time it takes to process the paperwork. Need them even faster for bread-boarding or prototyping? 
They're priced low enough to order them now, and have them in arm’s reach. 

Got a BCD-decoding requirement? Leave it to Burroughs! You'll be glad—so will your 
comptroller — so will the user. 

Write or call for full information. 
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